
FIXED LADDER OVERVIEW
The fixed ladder needs to be selected according to which standard?

Do you want to understand the differences between the various standards for fixed 
ladders? We will show you the key differences between the applicable regulations 
and help you find the right standard for your requirements.

Norm DIN 18799-1
DIN 18799-3

DIN 14094-1 EN ISO 14122-4

Application As maintenance
ladder for 
a building

As emergency ladder, 
fire escape or escape 
route

As access to machines 
and machinery (also in 
buildings as part of a 
production facility)

Max. permissible total
access height (S)

unlimited unlimited unlimited

Safety cage required from
total access height (S)

S > 3,000 mm S > 3,000 mm S > 3,000 mm

Distance from the ground
to the start of safety cage

2,200 – 3,000 mm 2,200 – 3,000 mm 2,200 – 3,000 mm

Max. length of 
ladder section

10,000 mm 6,000 mm bei S > 10,000 mm
10,000 mm bei S ≤ 10,000 mm

6,000 mm bei S > 10,000 mm
10,000 mm bei S ≤ 10,000 mm

Max. distance between
resting platforms / 
offset platforms

10,000 mm 6,000 mm 6,000 mm

Special features exit with barrier and
guardrail required

lockable access 
not permitted

exit with barrier and
guardrail required 

Alternative fall arrest
(fall arrest rail)

possible not possible possible
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